Department of Foreign Affairs & Trade, Australia 
Attachment C – Defence diplomatic clearance requirements 
ATTACHMENT C 
 DEFENCE DIPLOMATIC CLEARANCE REQUIREMENTS
The following information is the minimum required to process a Diplomatic Clearance: 
Name of Ship: 
Side Number: Type of ship (include ship designator for e/g DDG): 
Ports to visit in Australia including ETA and ETD: 
Type of visit (see note 1 below) – please provide reason/s for visit: 
Name and Rank of Commanding Officer: 
Officers Borne: 
Other Ranks Borne: 
Non-service Borne: 
Length overall: 
Beam: 
Draft: 
Displacement: 
Masthead height: 
All individual discrete radio frequencies intending to be used and maximum output and emission designator (see note 2 below): 
All radars and frequencies and maximum output (see note 2 below): 
Details of TACAN/DME, IMARSAT if fitted: 
Embarked aircraft: 
i. Rotary-Wing (YES/NO): 
ii. ii. Fixed Wing (YES/NO): 
iii. iii.Any spectrum required for the above, if YES (see note 2 below): 2 
iv. iv. Please indicate whether flying operations are planned in vicinity of the ship during the visit:
Last port of call prior to entering Australian waters: 

Notes 
Type of Visit (please include details of the reason for the visit) 
Formal visits are those visits that require special honours and ceremonies to be rendered. These are normally made when ships are participating in national ceremonies or on other special occasions usually at the request of the host government. 
Informal visits are those visits that involve participation in local ceremonies in which formalities are normally restricted to customary salutes and exchange of calls. 
Operational visits are those which are made primarily for logistic purposes, recreation, combined exercises or in connection with operational tasks. Please include operation name or exercise name if known. 
Frequency Clearance 
To provide frequency clearances for visiting warships and similar vessels to Australian Ports, Defence requires details of individual frequencies required to support intended port visits by the relevant foreign warship or government vessel.
Often a request will not list the individual HF, VHF, UHF or Radar frequencies but will instead list ‘blanket’ type spectrum (i.e., a range), for example 2.0 to 30 MHz. Defence is not able to provide approval to a request of this nature. 
To enable frequency clearance approval or denial advice to be provided individual frequencies must be advised.
 All requests for a diplomatic clearance must include individual discrete frequencies for radio and radar intended to be used during the proposed visit. Without this information Defence will not be in a position to provide the necessary diplomatic clearance.
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